
Tentative technical specification

Property / Unit Tolerance Standards

Grammage, g/m² ±4% 195 210 220 230 ISO 536

Thickness, μm ±5% 280 300 315 330 ISO 534

Bending moment Taber 15° MD, mNm -15% 8.5 9.9 11.1 13.0

Bending moment Taber 15° CD, mNm -15% 3.2 3.6 4.1 4.8

Bending resistance L&W 15° MD, mN -15% 175 205 230 270
ISO 2493-1

Bending resistance L&W 15° CD, mN -15% 65 75 85 100

Moisture, % ±0.7 5.5 5.5 5.5 5.5 ISO 287

ISO Brightness C/2º, %, top min. 88 92 92 92 92 ISO 2470-1

Brightness D65/10º, %, top 100 100 100 100 ISO 2470-2

CIE Whiteness D65/10°, %, top 120 120 120 120 ISO 11475

L*, D65/10, top 97 97 97 97

ISO 5631-2a*, D65/10, top 2.2 2.2 2.2 2.2

b*, D65/10, top -6.4 -6.4 -6.4 -6.4

Surface Smoothness, PPS 10, μm, top max. 1.3 0.9 0.9 0.9 0.9 ISO 8791-4

Surface Smoothness Bendtsen, ml/min, top 20 20 20 20 ISO 8791-2

Gloss 75°, %, top 60 60 60 60 ISO 8254-1

Scott Bond, J/m² min. 80 180 180 180 180 TAPPI 569

Cobb 60, g/m², top max. 60 35 35 35 35
ISO 535

Cobb 60, g/m², reverse 45 45 45 45

Double coating

Bleached chemical pulp

CTMP

Bleached chemical pulp

Surface sizing

Ensocoat

KopparduroTM

	 Issued:	09.2020 
	 Cancels:	01.2020

Fully coated CTMP board with uncoated reverse
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All properties according to Imatra Mill measurements. 
 
Test climate 23°C/50% RH (according to ISO 187). Tolerances based upon 
95 % confidence limits, apply to reel/pallet average. In order to verify,  
reel/pallet average shall be based on 5 single measurements randomly sampled 
within the reel/pallet. These averages will be for at least 19 of 20  
reels/pallets within the specification limits.

Kopparduro is a coated GC2 
board with a three-layer 
fibre construction and CTMP 
(chemi-thermomechanical 
pulp) in the middle layer. It is 
double-pigment-coated on 
the top side and has a bright 
uncoated reverse side.
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KopparduroTM

Fully coated CTMP board with uncoated reverse

Certificates
Quality management ISO 9001 
Environmental management ISO 14001 
Product safety FSSC 22000 
Health and safety OHSAS 18001 
Energy management ISO 50001

FSC and PEFC certified board available upon request.

Paperboard is recyclable

Key characteristics and main enduses
Kopparduro is a sustainable packaging board used in cigarette hard-packs, 
innerframes and outers. The product is tobacco industry approved and the bright reverse 
side, combined with excellent top-side printability and yield, makes it attractive also for 
premium brands.

Printing and finishing techniques
The product can be used for different printing techniques such as offset-, flexo-, 
rotogravure- and digital printing. The product works very well for different finishing 
techniques such as embossing, hot foil stamping and others. It is suitable for laser 
coding. The product is proven with excellent runnability in cigarette packing lines.

Storage recommendations
For optimal printing results, the moisture proof wrapping should not be removed until the 
board has reached the temperature of the press room.

Pallet/Reel 
Weight (kg)

Difference in temperature between board and press room 
(press room temp. approx. 20°C)

10°C 20°C 30°C

400 kg 2 days 2 days 3 days

800 kg 2 days 3 days 4 days

1200 kg 2 days 4 days 5 days

The product properties, according to the specifications, are guaranteed for 12 months 
after the production date. In order to ensure product safety, the product must be well 
wrapped and stored in its orginial cover indoors, sheltered from rain and snow. The 
recommended storage conditions are 50-55% relative humidity and 20-23°C. 
 
 


